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9 CFR Ch. III (1–1–03 Edition)§ 381.68 

MAXIMUM PRODUCTION LINE RATES—CHICKENS 
AND SQUABS-TRADITIONAL INSPECTION 
PROCEDURES 

Line configuration 1 

Number 
of in-

spection 
stations 

Birds 
per in-
spector 

per 
minute 

6–1 ......................................................... 1 25 
12–1 ....................................................... 2 23 
12–2 ....................................................... 2 21 
18–1 ....................................................... 3 19 
18–2 ....................................................... 3 19 
18–3 ....................................................... 3 18 
24–1 ....................................................... 4 161⁄2 
24–2 ....................................................... 4 16 
24–4 ....................................................... 4 151⁄2 

1 Birds are suspended on the slaughter line at 6–inch inter-
vals. The first number indicates the interval in inches between 
the birds that each inspector examines. The second number 
indicates how many of the birds presented, the inspector is to 
inspect, i.e., ‘‘1’’ means inspect every bird. ‘‘4’’ means inspect 
every fourth bird, etc. 

[47 FR 23435, May 28, 1982, as amended at 66 
FR 22905, May 7, 2001]

§ 381.68 Maximum inspection rates—
New turkey inspection system. 

(a) The maximum inspection rates 
for one inspector New Turkey Inspec-
tion (NTI–1) and two inspector New 
Turkey Inspection (NTI–2) are listed in 
the table below. These line speeds are 

for lines using standard 9-inch shackles 
on 12-inch centers with birds hung on 
every shackle and opened with J-type 
or Bar-type opening cuts. Maximum 
rates for those establishments having 
varying configurations will be estab-
lished by the Administrator but will 
not exceed those in the table. Neither 
the rates in the table nor those estab-
lished for establishments with varying 
configurations shall be exceeded under 
any circumstances. 

(b) There are two categories of tur-
keys for determining inspection rates, 
‘‘light turkeys’’ and ‘‘heavy turkeys’’. 
Light turkeys are all turkeys weighing 
less than 16 pounds. Heavy turkeys are 
all turkeys weighing 16 pounds or 
more. The weights refer to the bird at 
the point of post-mortem inspection, 
with blood, feathers and feet removed. 

(c) The inspector in charge may re-
duce inspection line rates when in his/
her judgment the prescribed inspection 
procedure cannot be adequately per-
formed within the time available be-
cause the health conditions of a par-
ticular flock dictate a need for a more 
extended inspection.

MAXIMUM TURKEY INSPECTION RATES 

Inspection system Line 
configuration 

Number of 
inspectors 

Birds/Minute 

J-Type Bar-Type 

(<16#) light (>16#)1 
heavy (<#) light (>16#)1) 

heavy 

NTI–1 ................................................... 12–1 1 32 30 25 21
NTI–2 ................................................... 2 24–2 2 51 41 45 35

1 This weight refers to the bird at the point of post-mortem inspection, without blood, feathers, or feet. 
2 The turkeys are suspended on the slaughter line at 12-inch intervals, with two inspectors each looking at alternating birds at 

24-inch intervals. 

[50 FR 37512, Sept. 16, 1985]

Subpart J—Ante Mortem 
Inspection

§ 381.70 Ante mortem inspection; when 
required; extent. 

(a) An ante mortem inspection of 
poultry shall, where and to the extent 
considered necessary by the Adminis-
trator and under such instructions as 
he may issue from time to time, be 
made of poultry on the day of slaugh-
ter in any official establishment. 

(b) The examination and inspection 
of ratites will be on the day of slaugh-
ter, except: 

(1) When it is necessary for humane 
reasons to slaughter an injured animal 
at night or on a Sunday or holiday, and 
the FSIS veterinary medical officer 
cannot be obtained; or 

(2) In low volume establishments, 
when ante mortem inspection cannot 
be done on the day of slaughter, and 
the birds to be slaughtered have re-
ceived ante mortem inspection in the 

VerDate Jan<31>2003 13:25 Feb 12, 2003 Jkt 200027 PO 00000 Frm 00444 Fmt 8010 Sfmt 8010 Y:\SGML\200027T.XXX 200027T


